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SystemLex Control Wiring.

'Live' & 'Neutral' Tracks already exist on the SystemLex and need not be installed

' Lex-Links ' already exist on the SystemLex and need not be installed
' Installer-Links ' MUST be fitted by the installing engineer

Neutral Track

D

14]

Controller
[6550]

Q
5000
0000

[LoYeTe) G500

[ ]

G000
0000

GGo0

O]
5000
0000

Underfloor

g

Controller
Power Supply

Clock Channel Z3 should be timed to
come on 40 minutes after Clock Channel
Z1 for every heating time program. This

N Example. Group capacity;
1 thermostat & 4 actuators.

Pump Module

o,

Installer Link

Time Control Roo\1:1 St?\; -

- N.O.
IN.O) Clock Z1 e
Com, Com. N.C.

[
DHW Cylinder Stat Lex-link Motorised Valve
Clock 72 ~ o N.O. 1le

RO, P SIELE
° Com. N.C. O||2l|5

Neutral

51

Gas Boiler Buffer Tank Stat [ ex-link Motorised Valve

o,

z
SliE

Installer Link

N.OJ Clock Z3 I\‘\iN'O' AlE éf)
Com Com.  N.C. pa ialils

[41]

:

time interval is subject to change.
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The volt free relay 72-73 is closed when
activated by 81 or/and 82
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The volt free relay 63-64 is closed when
activated by 14 or/and 24
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To aid diagram clarity, EARTH connections are not shown but must be installed in accordance with manufacturers instructions




