Isolated & 4‘\ SystemLex Control Wiring.
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Power Supply ? 'Live' & Neutral' Tracks already exist on the SystemLex and need not be installed

s ' Lex-Links ' already exist on the SystemLex and need not be installed

8
' Installer-Links ' MUST be fitted by the installing engineer

Live Track Neutral Track
[Sam]
Clock Time Control Lox-link Nimorised Valve Lex-link ~ Pump N
12 13
F5 N.O . . Room Stat 2
|3 amp|}—51 [Com} ~ o N.O] @
°© S~
Com. N.C.
Lex-link
22 23
N.O . . Room Stat
. NG
°© S~
Com. N.C.
Lex-link
32 33
N.O. . . Room Stat
Com/o N o N.O,
°© I
Com. N.C,
Lex-link
42| [43
N.O. . . Room Stat
o NG
°© I~
Com. N.C.

Auxiliary Inputs
i 1 i Neutral
Cylinder Stat Solid Fuel Pipe Stat PUMP
P2 B S m(Pm
3 am,
[3amr | Com. ~ N.C. Com. ~ N.C|
Boiler 1 Auxiliary Closed Contacts Control Boiler 1 0il Boiler Isolation Boiler and Pump
Switch
F6
3 >
II Installer 62 l_l
Link
SystemLink . . . DETAILS
C2 South City Business Centre, Example - Controls Wiring Schematic with SystemLex
Tallaght, Dublin 24 . . . Scale: NTS Rev: 001
Tel: 00-353-(0)1 4031200 Solid Fuel Heat Disapation to Largest Rad Zone and also : :
Fax: 00-353-(0)1 4137777 :
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To aid diagram clarity, EARTH connections are not shown but must be installed in accordance with manufacturers instructions




