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Information

Notes

Non-return valves are required on
Sustemlink's aubward zone flow
pipe-work anly when the zane to be piped
s at a higher level than the Systerl ink.
In that situation, a non-return valve must
be positioned in front of the zone pump.
This will prevent, the creation of a gravity
fed, thermo-syphoning loop, which wauld
cause continued supply of heated water
to the radiators in that zone, even when
the zone's pump Is no longer required and
has been switched off.

This schematic shows the key components
in the mechanical system and the list of
materias shown is nob exhaustive.

Al systems shauld be installed by a
aqualified installer and shald be installed
in accordance with building realations.
Systemlink will not be held responsible for
any errors shown in the schematic.
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Isolated & 4\ SystemLex Control Wiring.
Power Supply ? ? 'Live' & 'Neutral' Tracks already exist on the SystemLex and need not be installed
' Lex-Links ' already exist on the SystemLex and need not be installed
Live Track Neutral Track ' Installer-Links ' MUST be fitted by the installing engineer

[Sam)

Zone 1 Radiators Clock Lex-link Stat Lex-link Neutral

I~
II 1 Com. N.O. Com. N.C.

Zone 2 Radiators Clock Lex-link Stat Lex-link Neutral

I~
II 21 Com. N.O. Com. N.C.

Zone 3 Radiators Clock Lex-link Stat Lex-link Neutral

II 31 Com. N.O. Com. N.C.

Zone 4 Underfloor

| Fuse [—a1 44| [45

Controller = N
Live 24V e 50 BEE P 55o0] H I Zone Pump-(B)
Neutral 23l 5 0 T Underfloor Connector

P Con:rgyllerl . Example. Group capacity; Neutral
OWer Supply 1 thermostat & 4 actuators. ~ Pump Module cutra
Zone 5 DHW Clock Cylinder Stat Neutral
N.C. ~ o N.O.
3am 51 TN L ‘> N |52
II Com.  N.O| Com.  N.C| /- 2]
82
Boiler requiring Switch Live supply Boiler and Pump

SystemLink DETAILS
C2 South City Busi Centre, .. . .
Tallaght, Dublin24 Example - Controls Wiring Schematic with SystemLex
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To aid diagram clarity, EARTH connections are not shown but must be installed in accordance with manufacturers instructions




